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Introduction

More than half of Maine households use wood as
their primary or supplementary source of heat.
Because about 90% of the State is forested, wood is
likely to continue to play an important role in
meeting a share of our energy needs.

Burning wood can be a satisfying and economical
way of heating homes and workspaces. But wood-
burning, like all other forms of combustion, requires
special care. Unlike other forms of home heating,
woodburning usually depends on the person operat-
ing the heating unit to provide for his or her own
safeguards.

Maine is particularly proud of its environment,
including its clean air. Woodburning need not
seriously harm air quality, provided certain
suggestions are followed.

This publication is a general guide to wood-
burning. It contains five sections which are
important for proper wood burning.

For more information contact your local Fire Official,
Cooperative Extension Agent, the State Fire Marshal,
State House Station #52, Augusta, ME 04333 (289-3473)
or the Maine Office of Energy Resources, State House
Station #53, Augusta, ME 04333 (289-6000).
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1 SAFE INSTALLATION

Maine law requires that when a woodburning
device is installed professionally it must meet strict
standards adopted by the State Fire Marshal’s
Office. (Professionals should obtain copies of these
standards from that Office.) Everyone, however,
should follow these safety standards if they are
instatling a coal stove, a wood stove or a
combination unit. This publication provides the
information you will need.

Certain Maine communities have ordinances
governing the installation of wood and coal
equipment. Always check with your local Fire
Department and Building Inspector before
attempting installation. It is also important to
consult with your insurance company regarding any
restrictions they may have on wood or coal-burning
appliance installation. All installations in public
buildings must meet standards set by the State Fire
Marshal’s office.

In Maine, no woodburning central heating
equipment can be sold without the approval of the
Oil and Solid Fuel Board. Central heating equipment
is part of a system that carries the heat by ductwork
or pipes to areas of the building for heating
purposes. State approval means that the device
must be ‘listed” by a laboratory such as
Underwriter’'s Laboratory, the Energy Testing
Laboratory of Maine, or another approved testing
laboratory. Such listing requires that the device be
accempanied by installation instructions, which
should be followed.

Other woodburning devices are not required to be
listed in Maine, but may be required to be approved
in other states. They may, therefore, be
accompanied by installation instructions, which
should be followed. If there are no instructions, you
should use the installation standards and
instructions contained in this publication. Failure to
observe proper clearances could be dangerous to
you and your family.

Follow these guidelines when installing
woodburning devices:

*Do not install your woodburning device in
confined spaces, unless done in accordance
with the listing and the manufacturer’s in-
structions. The specified clearance should
be maintained regardiess of whether the
enclosure is of combustible or noncombus-
tible material.

*Do not install your woodburning device
where gasoline or flammable vapors or
gases may be present like in a residential
garage.

sinstall your woodburning device where the

ventitation permits good fuel combustion,
proper chimney draft and maintenance of
safe temperature for its use.

eAlways have an outside air supply in a
building that is so tight that normal
infiltration does not provide the necessary air.

*Always have stovepipe and chimneys
designed, located and installed to permit
ready access for inspection and cleaning.

*Use listed factory-built accessories such
as heat exchangers, stove mats, floor pad
and protection shields, and install them
according to manufacturer’s recommenda-
tions. If these accessories are not listed,
check with your local Fire Department or the
Fire Marshal’s Office.

Clearances

There are a number of different types of wood-
burning appliances such as fireplace inserts, free
standing fireplaces, and airtight and non-airtight
stoves. Stoves can be classified as radiant or
circulating. A circulating stove has two walls—an
inner wall surrounding the firebox and an outer
wall. The heated air rises, drawing cold air from
the floor into the space between the inner and
outer walls. Because the air circulates, the
clearances for this type of stove can be less than
for a radiant heater.

In a radiant stove, the heat is infrared energy
which travels in unseen waves. Clearances are
extremely important for radiant stoves, because
the infrared energy radiates into combustible
materials and changes their composition,
lowering the temperature at which they can
spontaneously combust. Since the changes
cannot be seen, the proper clearances should be
observed to prevent the possibility of fire.

Combustible materials include anything that
can burn. Some examples are the wood box,
magazine racks, furniture, draperies and wood
paneling. Even plaster and sheetrock walls are
combustible because of the wooden wall studs
behind the plaster or sheetrock.



Heating Surfaces

Most stoves are made from steel or cast iron.
There is virtually no difference between heavy
steel and cast iron.

All heating surfaces of the stove should be a
minimum of 36 inches from any combustible
materials.
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MINIMUM CLEARANCES FOR
UNLISTED WOOD STOVE

Stovepipe

Stovepipe is used to connect the woodstove to
the chimney. It should be made from a minimum
of 24 gauge steel. A clearance of 18 inches shouid
be maintained between the stovepipe and any
combustible material, including the ceiling.
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UNPROTECTED STOVEPIPE WITH
18" CLEARANCE TO
COMBUSTIBLES

A ventilated metal or fireclay thimble should be
used to pass a stovepipe through a non-
combustible wall or into a chimney. Use a
refractory cement to secure the thimble to the
masonry. The thimble should extend to the inner
surface of the chimney liner, but not beyond. The
stovepipe should end flush with the inner end of
the thimble.

JILE LINER

THMBLE AWp

CIMXECTOR FLUSH
WH INKER FACE
DF LINER

FIRECLAY OR
METAL
THIMBLE
8 MINIMUM
70 BOTTOM OF
THIMBLE TIE LINER

elnstall stovepipe with a rise of %" for
each foot of pipe in a horizontal run, with
the highest point being at the thimble, or
point of entry to the chimney.

eOverlap at least two inches of stovepipe

at the joints with the crimped end point-
ing down to prevent creosote drips or
leaks and secure the joint with three
sheet metal screws. A fireproof sealant
may be used in addition.

«Be sure the stovepipe fits snugly, includ-
ing connections with the stove and
thimble. The pipe must not stick into the
chimney flue itself because this would
hamper the draft.
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Reducing Clearances

A woodburning device may be placed closer to
combustible material by using a wail or ceiling
protector. There are a number of different wall
protectors that may be used. Listed wall protec-
tors and brick walls can be aesthetically attrac-
tive. Sheet metal (24 gauge) can also be used.

There are two methods of passing a stovepipe
through a combustible wall. All combustible
material within 18 inches of the stovepipe should
be removed and either left open or filled with a

non-combustible material like bricks. A listed

factory-built chimney may be used, if installed
according to the conditions of the listing and the
manufacturer’s instructions.

THIMBLE OR CONNECTDR
THROUGH COMBUSTIBLE WALL
(MINAMUM (8" AJRSPACE OR
-NONCOMBUSTIBE MATER\AL
RRDUND THIMBLE OR CONNECTOR )

Never pass a stovepipe through a roof, ceiling,
closet or concealed area.

These general guidelines should be followed
when installing stovepipe:

eStovepipe should be as short as possible.
Horizontal runs should be no longer than
75% of the vertical chimney height above
the thimble where the connector pipe
enters the chimney.

*Stovepipe should be as straight as
possible. No more than 2 bends should be
used. Additional bends could cause creo-
sote to collect in the stovepipe or
chimney, block flue gas flow, and in-
crease the potential of fire.

*Use stovepipe that has a diameter as
large as the flue collar where the pipe
joins the stove.

Wall protectors should be spaced 1 inch out
from the wall and 1 inch up from the fioor. This
allows air to circulate up and behind the protector
to dissipate the heat. Spacers can be purchased
or rubber washers, thin tubing, or electric
insulators may be used. By using a wall or ceiling
protector, the clearance for stovepipe may be
reduced to 9 inches. Table 1 gives the maximum
clearance reductions for various types of
protectors.












Burn small hot fires.

A small hot fire decreases the amount of creosote
and increases the efficiency of the combustion
process, because the volatilas are burned more
completely. A small hot fire produces fewer safety
hazards and health problems than a fire that is over
damped. Even though small hot fires mean more
frequent loading and tending of the stove, the
improved efficiency and decreased air poliution are
worth the effort.

Little Creosote Potential

Little smoke, medium to
high stack temperatures

Air inlet
damper open

Small hot

flaming fire Modest
fuel joad

— |

sy obi

A smoldering fire has a heavy creosote potential.
The wood is not burned efficiently and the safety
hazards and health problems are much greater than
with a small hot fire. The indoor air pollution can
also be increased with a firebox packed with wood.

Heavy Creosote Potertial

Dense smoke, low
stack temperatures

Air inlet
damper
restricted _

Flameless
smoldering
fire

[ |

Whenever you load your stove always be sure that
the filue and stovepipe dampers are open. Slowly
open the firebox door to allow the fire to adjust to
the increased air flow. This will also help carry
smoke up the flue, instead of into the house.
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Install a stack thermometer on the stove
flue.

A stack thermometer can help you monitor the
temperature of the gases as they leave the stove.
The most efficient and least polluting temperature
range for the gases is about 300 to 400° F.
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Remove excess ashes.

Excess ashes can clog your stove’s air intake
vents and decrease the amount of oxygen and
turbulence required for efficient wood burning.

Weatherize your house.

Insulation, storm windows, weatherstripping, and
caulking can all reduce energy consumption for
woodburners. They also decrease the amount of
wood required to heat your house, which will help
decrease the amount of air poliution.




4 NEW EQUIPMENT
DEVELOPMENTS

There are two new equipment developments
making woodburning devices more efficient than
those of the past. These are the stove’s design
and catalytic combustors.

Design Modifications

New generation stoves are using a variety of
design modifications such as preheating the
combustion air, using high temperature ceramics
in the firebox or using secondary burn chambers
to increase the efficiency of the woodburning
device. All of these modifications are designed to
improve the stove’s combustion, thereby decreas-
ing smoke pollution and creosote buildup.

Catalytic Combustors

A catalytic combustor is a honeycombed high
temperature ceramic, about 6-8 inches in diame-
ter and about 4-5 inches deep, which is coated
with a catalyst. (A catalyst is something that
speeds up a process, yet is not consumed by that
process.) The catalytic combustor initiates a
chemical reaction that causes smoke to ignite
and burn at a temperature of about 500 degrees F,
which is far below what is normally required.
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How a Catalytic Combustor Works

A stove equipped with a catalytic combustor
will contain these components:

— aheat exchange chamber where the heat from
the primary fire and that from the catalytic
combustor is captured;

— a baffle plate that separates the firebox and
the heat-exchange chamber. This plate holds
the combustor, a bypass damper and a safety
bypass;

— a small opening or safety bypass in the baffle
that allows some smoke to pass around the
combustor and into the flue, if the combustor
becomes plugged;

— a bypass damper that provides a passage for
smoke when a fire is first started, before it has
reached a sufficient temperature to allow the
catalytic combustor to work, and when fuel is
added; and

— a flame guard that protects the bottom of the
combustor from direct flame damage and from
impact during loading.

Flue /
Catalytic

Combustor
H [t ] |
ea
Thermal
Exchange :
Chamber Insulation
Bypass
Damper
AN Baffle
B
’ Plate
Secondary Air
1S Distributor
%%
3
2 H Adjustable
Wood Primary
._/ Y Air Supply




When a fire is first started, the bypass damper
is puiled over the catalytic combustor to allow the
smoke to go directly out the stovepipe. When the
fire reaches a temperature hot enough to allow
the combustor to function, the bypass damper is
pulled off the combustor and the smoke is routed
through it.

Once the catalyst is activated, the stove can be
damped down and operated normally. When a
slow burning fire is refueled, however, the
catalyst must be reactivated by allowing the fire
to burn hot for about 15 minutes.

Several items will plug the catalytic combustor
if they are burned in the woodstove. These are
driftwood, treated wood, artifical logs, coal, or
anything containing lead, zinc, sulfur or plastics.
Only natural wood should be burned in a stove
equipped with a catalytic combustor.

Catalytic Maintenance

The catalytic combustor is basically self-
cleaning, although it does require some mainte-
nance. If ash collects on the face of the
combustor, it can be cleaned off with a soft fiber
brush like a paintbrush. The internal portion of the
combustor, i.e. the honeycomb portion, should
never be cleaned with anything.

A catalytic combustor must be replaced
approximately every 3 vyears. Sluggish stove
operation, creosote formation in the chimney, or
more than a normal amount of smoke coming
from the chimney indicate that a new combustor
is required.

Catalytics and Woodstove Efficiency

Several independent laboratories have tested
catalytic combustors. Their results are very
promising and show conclusively that catalytic
combustors improve stove efficiency while
substantially decreasing woodsmoke pollution
and creosote buildup.

Catalytic Combustor Retrofits

There are catalytic retrofit kits available on the
market. These units have received mixed reviews
from testing labs. It appears that they also
improve stove efficiency and decrease wood-
smoke pollution and creosote buildup, but not as
much as a woodstove with a catalytic combustor
designed in it. Retrofits range in cost from about
$75 to $250. :
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5 CHIMNEY AND
STOVEPIPE CLEANING

There are 2 major reasons for cleaning your
chimney and stovepipe:

*To reduce the fire hazard by removing
creosote deposits, and

*To maintain the efficiency of your wood-
burning system.

Creosote

Creosote is a dark brown or black substance
formed by the incomplete combustion of wood. The
amount of creosote deposited depends on how
dense the smoke and fumes from the fire are and on
the temperature of the surface where the incom-

pletely burned materials condense. Cool or cold.

surfaces will develop creosote more rapidly than
warm ones.

Although at one time it was felt that burning green
wood and softwoods would increase the amount of
creosote, recent studies have shown that seasoned
hardwoods burned in an airtight stove will produce
substantiai amounts of creosote.

Dry wood should be burned because it will give off
more heat content than green wood, since the green
wood must be dried before it will ignite. Creosote
buildup is, however, a function of how you burn your
wood, rather than what you burn.

Creosote can take several forms. It can be watery,
tar-like, flaky with one shiny side, or bubbly. Any part
of your woodburning system from the stove itself to
the chimney can collect creosote. You may have all
the different forms of creosote in different parts of
your system.

There are 3 things that add to creosote buildup:

eQutside chimneys, especially ones on the
north side of the house, will be more suscep-

tible to creosote formation than inside
chimneys.
sAirtight stoves, especially if they are

damped way down, will produce more creo-
sote than non-airtight stoves.

eLong runs of stovepipe or a stovepipe with
a number of bends will also increase the
amount of creosote formation.

Virtually all residential woodburning creates
creosote. Even wood-fired central heating systems
will get a buildup of creosote. Some new central
heating systems and woodstoves are designed to
minimize creosote formation. But creosote buildup
will require some form of regular cleaning.

15

Outside
chimney
Long
stovepipe
run

Airtight stove
damped
down

Creosote Buildup

Your chimney and stovepipe should be cleaned
any time the creosote buildup reaches Vs inch in
thickness. As an absolute minimum, your chimney
and stovepipe should be cleaned once a year.

Springtime is a good time to clean your chimney
and stovepipe before there is very much rain. Rain
mixes with the creosote and forms caustic
substances and tends to smooth out the creosote
making it more difficult to remove.

There are several ways that you can detect a
buildup of creosote, these are:

eCreosote dripping from stové pipe joints;

eHearing a dull thump when the stovepipe is
tapped, instead of a clear sharp noise;

eVisually checking through the cleanout tee
or door or by using a flashlight and mirror
to look up the chimney;

sVisually checking the chimney from the
roof using a lightbulb or flashlight (as long
as your chimney is not too tall); or

*Physically removing a section of stovepipe
to check for creosote buildup.

Chimney and stovepipe cleaning.

If your chimney has a cleanout door or tee or if you
can easily get inside your chimney (e.g. a chimney
connected to a fireplace), you can probably clean it
from the inside of your house. Otherwise, it will have
to be cleaned from the outside. The stovepipe can
often be disassembled and taken outside to clean. If
you clean your chimney and stovepipe from the
inside, make sure you cover the surrounding area
with dust covers.



Cleaning devices

There are a number of cleaning devices on the
market that can be used to clean your chimney and
stovepipe. Steel bristled brushes can have either flat
wire bristles or round bristles. If you have a masonry
chimney, use a steel brush. You can get them in
various sizes and shapes to fit your particular
chimney. Flat wire bristles are able to dislodge more
hard creosote than the round bristled ones.

A plastic brush should be used on a stainless
steel or factory buiit chimney. A steel brush has the
tendency to scour the metal, which can lead to
faster deterioration by the caustic elements in the
wood smoke.

There are also various types of plastic or steel
scrapers that you might find useful for scraping hard
to remove creosote. The general rule is to use steel
devices on masonry chimneys and plastic on metal
chimneys. You may have to experiment to determine
what works best for you. Stove shops and most
hardware stores carry an assortment of chimney and
stovepipe cleaning devices.

Some brushes have loops at either end to enable
ropes to be tied to each end of the brush. This will
enable one person to pull the brush down, while
another person can pull the brush up. Other brushes
have a loop at one end where a weight can be tied,
and others have a connector at the top where
extension rods can be connected.

Some brushes are designed to make one pass
through the chimney or stovepipe. With other
brushes you will need to scrub up and down on one
area at a time, until it is clean and then do the next
section.

Make sure that you close off the bottom of the
chimney, so that the dust will not fly all over your
house. Be sure you wear protective clothing and a
nose mask. Some of the components of creosote are
carcinogenic, so you will want to protect yourself as
much as possible. After you have finished cleaning
your chimney and stovepipe, be sure to wash
yourself thoroughly.

- If you are cleaning from the roof, be sure that the
ladder and your footholds are secure. If you have a
very steep roof, tie a rope around your waist and
secure it to something on the ground on the
opposite side of the house.

If your chimney is part of a fireplace, be sure to
completely clean the shelf above the damper,
where creosote tends to collect (Figure 4).

After you have cleaned the chimney, inspect it. If
the chimney has many areas of hard shiny creosote
that you cannot remove, it may be unfit for a
woodburning device. If you have these types of
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deposits, you should have your chimney inspected
by your local fire official or a reputable chimney
sweep.

After you have cleaned your chimney, clean the
stovepipe and the inside of your stove. You may find
that you need different sized brushes or plastic
brushes to do this. Scrape the stovepipe in the same
manner as you did the chimney.

After you have cleaned your system, you should
check for any leaks in your chimney. Start a fire,
then take a wet rag and cover the top and bottom
openings. If you have a leak, you should be able to
spot the smoke.

Figure 4 |

Damper

Chimney sweeps

If you would prefer to have someone else clean
your system, there are a number of chimney sweeps
in the State. The best way to find a good chimney
sweep is to talk to your woodburning friends,
relatives, and neighbors and get their personal
recommendation. You should, however, still check
your sweep’s credentials. A list of sweeps is
avaiiable from OER.
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